1107 Bay Street – 3 unit dwelling (1st of 3 phases)
•
•
•

September 9, 2020 Conceptual approval with conditions
November 18, 2020 Preliminary approval with conditions
March 10, 2021 Final Approval with conditions noted:
1. In conjunction with the recording of a final subdivision plat, the applicant
shall record an access easement to provide for off-street vehicular access to
each lot.
2. The ground floor garage of each attached unit provides for two parking
spaces, meeting the minimum parking space requirements of Beaufort Code
Section 5.7.4.
3. The applicant shall provide 2 bicycle parking spaces per Beaufort Code
Section 5.7.3.
4. Applicant to verify that this project is compliant with FEMA guidelines.
5. If any demolition of the existing wall will be involved in this project, this must be clearly noted.
6. On the rear elevation, the single windows do not align vertically. Applicant to ensure these windows are vertically aligned.
7. On the front elevation, the ground floor door is not centered on the arch in front of it. Shift the stair and landing above this door over slightly
to create a condition where the arch and door align.
8. The porch column and foundation details shall be altered so that the column base extents align with the outside face of the foundation wall
below. The top of the first-floor column is correctly detailed, as it aligns with the outside face of the architrave above it. Since the columns
are not tapered, the outside face of the second-floor column and the outside face of the first-floor column should not align. Rather, the
second-floor column should be of a slightly smaller size and should be aligned with the centerline of the first-floor column below it. The neck
of the second-floor column should align with the outside faces of the architrave above. Furthermore, the posts at the third level balcony
should be similar in size to the columns on the second floor and the centerline of the post should align with the centerline of the second-floor
column.
9. On porch tongue and groove wood flooring laid with a maximum 1/16” gap between boards is recommended to allow for expansion and
prevent buckling. This should be fully back-primed prior to installation….The ends of the porch floor boards should receive wood edging.”
10. “Wood stairs and posts should not come in contact with the ground but should land on a stone plinth.” Applicant to ensure and demonstrate
compliance with this section of the Supplement.
11. Applicant to submit cut sheets for final doors, windows, siding, railings, exterior ceiling fans, and all exterior lighting fixtures to staff for
review once finalized.
12. Restudy the detailing of the stucco walls and add a drainage plane behind stucco with ventilation at top and bottom to elongate the lifespan
of the stucco and to provide appropriate ventilation over wood frame construction. Applicant to ensure proper and appropriate weather
resistive barrier (WRB) for stucco over wood framed wall system.

13. Stucco control joints are to be placed at corners
of doors and windows rather than centered on
doors and windows to alleviate concerns of
cracking stucco at corners of openings.
14. Some of the roof details submitted are not
applicable to the project, such as the valley
details, rake details, peak details, and sidewall
flashing details. Applicant to clarify if these will
be used on the building and remove them from
the application if they are not applicable.

